SR110-MA0O4 110”

BOE

700nits Monitor Digital Signage

Key Feature

« UHD Resolution

 Super Slim Even Bezel

* Aluminum Frame & Lightweight Design
« 700nits High Brightness

* 50,000 Hrs 7 x24 Operation

» Speaker 10W x 2

» Landscape & Portrait Installation support
* 4 HDMI Inputs Multi-View

* VESA Mounting Interface




Specification

Model
Display

Screen Size (Diagonal)
Native Resolution
Aspect Ratio
Brightness

Contrast

View Angle

Display Color
Response Time
Operation Time
Surface

Life Time (Light Source)

Interface
HDMI In
DP In

DP Out
Audio Out
RS232 In
RS232 Out
Speaker

Power

Power Supply
Power Consumption
Stand-by

Environment
Operation Temperature
Operation Humidity
Storage Temperature
Storage Humidity

BOE

SR110-MA04

110 inch
3840 (H) X 2160 (V)
16:9
700 cd/m?
= 1200:1
178°(H) / 178°(V)
16.7M
8ms
7 X 24H
1% Haze
50,000 Hrs (Typ.)

X4 (HDMI 1.4 X2 & HDMI 2.0 X2)
X2 (DP 1.2)
X1 (Daisy Chain, Up to 4K Input)
X1 (3.5mm Stereo Jack)
X1 (RJ45, Common Used for IR-in)
X 1 (RJ45, Support IR Out)
10WX 2 (8Q)

AC100-240V, 50/60Hz
700W
0.6W

0°C~50°C
10%~85% RH
-20°C~60°C
5%~95% RH



BOE

Specification

[ —

Model SR110-MAO4
Physical

Color/Material Black/Aluminum
Bezel Width(L/R/T/B) 9.9mm

Set Outline Dimension

(WxHxD) 2466.6 X 1392.7 X62.4mm

Package Dimension
(WxDxH) Honeycomb

Set Weight 80KG
Packed Weight

2680X1730X310mm

(1 Sets inside) 120KG
VESA Mounting 800x600mm
VESA Hole Size 8mm

Dimension Drawing
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% Accessories Lists

No. Parts Qty Specification
1 Power cord 1 1.5m
2 Remote controller 1 -
3 User Manual 1 -

We -MA04y -MA04ke changes to specifications and product descriptions without notice





